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The introduction of the new Genie TZ-34/20 has revolutionised the
aerial lifting industry by including technology and features that set new
standards of excellence in the trailer mounted boom marketplace. The
TZ-34/20 provides a platform height of 10.6 m (34 ft) and 6.1 m (20

ft) of outreach. This lightweight unit is robust, easy to tow and sets up

quickly. The TZ-34/20 is an excellent all round solution.

Standard Features

Rigid Chassis and Outriggers Design

The TZ-34/20 is an inherently durable unit. The rigid chassis
with it’s heavy duty base and robust outriggers make the TZ
the best solution for large and small contractors, maintenance

crews, and homeowners.

Articulating and Telescopic Primary Boom
The articulating boom and telescopic primary boom provide
an industry-leading working envelope allowing the operator to

reach areas in the lower height range.

Easy to Transport

The TZ is easily towed behind any vehicle with a 50 mm
ball. Genie’s tow speed rating of 97 km/h (60 mph) is the
highest in the industry, allowing faster transportation to

job sites.

Dual Pneumatic Jockey Wheels
Heavy-duty jockey wheels balance the TZ for precise

positioning of the machine during setup and transportation.

Simultaneous Down Function

Simultaneous down function provides the ability to lower both
boom sections at the same time, providing quicker overall
descent time for higher productivity.

Simple, Serviceable, Intuitive Control System

The simple and reliable control system offers easy serviceability
on the TZ-34/20.

Easy Access to Batteries
Release clamp and remove cover for easy access to battery

compartment.

Easy to

Industry Leading
Working Envelope

Easy-to-Read Controls
Both ground controls and platform controls feature an

easy-1o-use system.

Easy to Manoeuvre and Position
The TZ is lightweight and easy to manoeuvre, position and

store. It will meet the challenges of the working environment.

Hydraulic Outriggers with Automatic Levelling System
The exclusive Genie Automatic Levelling System is “self-
levelling” and provides 11 degrees levelling capability. This
system allows the operator to hydraulically deploy the
outriggers and autoniatica_lly level the machine from the
ground controls. Machine setup can be completed in less than
40 seconds when the operator deploys all four outriggers

simulraneously.

The system self-levels the machine to 1 degree in all directions.
The level sensor alarm will not sound unless the machine is
over 2 % degrees out of level. This built-in tolerance provides
resistance to level sensor “nuisance tripping,” which can be a

common occurrence on other trailer mounted booms.

Variable Speed Controller
Variable speed adjustment of all controls provide maximum

productivity and safety.

Options and Accessories

Platform Rotation
A manual rotate mechanism allows the operator to rotate the

platform 45 degrees horizontally in each direction.






