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Trailer
Mounted
Z-Boom

o The ultimate

in reach

and range.




Industry Leading Design and Performance

Genie’s trailer mounted booms are an excellent value in high-reach equipment. The TZ-50 provides industry

leading outreach and working range and the highest tow speed rating available. The TZ-50 also provides many

unique features, such as hydraulic outriggers, automatic machine levelling and an optional hybrid DC/Gas engine.

Standard Features

135° Jib Boom Working Range
A 1.25 m (4 fr 1 in) artculating jib boom allows you to position
the platform above or below horizontal.

Easy to Transport

The TZ-50 is easily towed behind vehicles that have an
adequate capacity, 50 mm (2 in) ball, and a Class 4 hitch.
Several hitch receptacles are available. Genie’s maximum highway
tow speed rating of 97 km/h (60 mph) is the highest in the

industry, providing faster transportation to job sites.

Dual Jockey Wheels
Heavy-duty jockey wheels allow for precise positioning of the
machine during setup and transportation.

Large Outrigger Footpads
Large outrigger foot pads effectively distribute the machine
weight. Non-marking footpads are offered as an option.

Easy-To-Use Controls
Both ground and platform
controls are easy to use and
utilise symbols to simplify
operation.

-’
Automatic Levelling System (patents pending)

The exclusive Genie Automatic Levelling System is
“self-levelling” and is standard equipment on all TZ-50 models. This
system provides industry-leading 10° levelling capability and allows
the operator to hydraulically deploy the outriggers and automatically
level the machine. Machine setup can be completed in less than 45
seconds when the operator deploys all four outriggers
simultaneously.

The system self-levels the
machine to 1° in all
direcrions. The level sensor
alarm will not sound unless
the machine is over 2.5°
out of level. This built-in
tolerance provides resistance
to level sensor “nuisance
tripping”, which can be a
common occurrence on other [ . .
trailer mounted booms. This feature increases productdvity and sets
the Genie TZ-50 apart from the competition.

Options and Accessories

Drive and Set Option

The drive and set option provides the ability to drive the TZ-50
from the platform when it is in the fully lowered position. The
drive and set option also provides outrigger deploying, retracting
and automatic levelling functions from the platform when it is in
the stowed position,

Hybrid DC/Gas Option
The TZ-50 has an optional
Hybrid DC/Gas Engine to
allow charging machines in
remote locations.

Platform Rotation

A hydraulic rotate mechanism
allows the operator to rotate
the platform 80° horizontally
in each direction.







