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Designed to

increase productivity

in demanding

construction and

industrial |

applications.
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Versatile enough to go almost anywhere.

We configure to your requirements. You told us what you wanted and we built it for you. Our
customers are our best source for designing equipment and know what their equipment must do
and how well it must perform. We provide you with the choices to configure your machine to meet

specific job site requirements.

Standard Features

Articulating boom with a 1.8 m (6 ft) jib. Added Fully proportional
manoeuvrability to access hard-to-reach areas. function controls.
Allow smooth
operation and easy
positioning. Access
work areas quickly
and precisely for
maximum productivity.

From ground level to full 20.1 m (66 ft) Oscillating axle lock-out provides additional
working height in only 100 seconds.

More productivity with Genie’s unique dual
parallelogram riser design. You save time when
positioning the platform. Extends 2.1 m to 8.5 m (7 ft
to 28 ft) along a vertical plane without having to
extend or retract the telescoping boom.

operator protection by automatically locking out the

Raise and extend the boom quickly and comfortably. oscillating axle when the boom is raised or turntable
rotated. The oscillating front axle also provides a
smooth ride over uneven surfaces when the boom is
in the stowed position, while keeping drive wheels
Rugged fibreglass turntable covers. Reduce the in contact with the ground for maximum traction.
dents, color fading and rust common with steel covers.
Easy access engine and hydraulic components.

Swing-out engine tray. Provides easy access to engine
components for routine maintenance.

The in-line parallelogram and width of the
boom structure creates a rigid and stable platform.

Decals. Universal symbols on the control panels
and visual instructional/safety decals assist with
proper operation.

High angle steering (industrial 2-wheel drive)
and zero tailswing. Tight turn radius and zero
railswing allows unmatched manoeuvrability in
confined work areas.

High ground clearance. Generous 30 cm (12 in)
clearance decreases the risk of damage due to

bottoming out on rough terrain.

Gradeability. Positive 4-wheel drive traction allows
gradeability up to 35%. Drives easily onto transport
vehicles and over rugged job site terrain.







